The Official Publication of the 
NATIONAL LOCKSMITH 
AUTOMOBILE ASSOCIATION™ 


™ 


Issue 
No.68 


www.TheNationalLocksmith.com 
Chat, Forums, Editorial, 
Online Store, Tech Support 


www.Laserkey.com 
Product & Technology Sales, 
Transponder Information Resources 


Here are the two best websites for Automotive Locksmiths: 


09.05 


2004 Chevrolet Colorado 


1. The 2004 Chevrolet Colorado is the new midsize truck that 
replaced the S-10 model. 


2. This truck uses the reverse TR-47 key blank. Blank numbers are: 
B110 Ilco, B110P Ilco, and the logo head blanks from Strattec 692365 
& 692366 and A-1 16652 & 16653. 
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Issue No. 68 


Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 


3. The code series is 
70000-75928. This 
code series uses the 
Toyota 10 cut space 
& depth info. 


4. There are only three locks on this truck. Drivers door, tailgate and ignition. 


Door Lock: 
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5. To gain access to 
the driver’s door lock 
you must first remove 
the door panel. 


6. Remove the screw 
inside the door handle 
release trim. 
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7. Remove the two 
screws in the door pull 
handle cavity. 


8. Remove the door 
handle release trim. 
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10. Release the 
electrical connectors. 
This will allow the 
wires to pass thru 
the panel. 


9. Lift up and remove 
the switch assembly. 
Note the friction clip 
on the front of 
the assembly. 
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11. Pay close attention 
to the speaker wires, 
disconnect them at 
the connector. Lift 
panel from door. 


12. Wire connector 
for speaker. 
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14. View of door with 
panel removed. Note 
cable style linkage. 


13. View of inside 
of door panel 
when removed. 
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15. Bolts holding door handle in door. 


16. Door lock being removed from door. 
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17. Door handle and lock cylinder removed 
from door. Note position of two bolts 
holding cylinder to handle. 


18. Lock cylinder removed from handle. 
Note large drain opening to read wafers. 
Lock contains 8 spaces, positions 3–10. 


19. Disassemble door lock by removing the 
face cap, e-clip on back of cylinder and 
tailpiece. Lock plug comes out the front of 
the cylinder Note the 3-piece dust shutter. 
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Tailgate Lock: 


20. This lock is very 
easy to service. 
Remove the 
four screws on the 
cover and you can 
easily access the 
tailgate cylinder. 


21. Only one linkage 
rod and one bolt on 
the cylinder. 
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23. The wafers can 
also be read thru the 
drain hole on the 
cylinder this cylinder 
contains 6 spaces, 
positions 5–10. 


22. Disconnect the 
linkage on the cylinder 
as well as the rod 
crossing over the 
cylinder remove the 
one bolt and the lock 
cylinder will lift out. 
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24. There is no 
bezel around the 
ignition cylinder. 


25. Remove the 
fasteners and lower 
the bottom portion of 
the shroud. 


Ignition Lock: 
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27. The ignition 
cylinder has an 
active retainer which 
can be depressed in 
the ACC position. 


26. The lower shroud 
will unclip from the 
upper shroud. 
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28. The ignition cylinder is a basic 
Toyota style cylinder. 


30. Disassembled view of the ignition removed. The snap-ring and 
the cylinder plug slides out the front of the housing. 


29. Note the retainer and the snap ring on the end 
of the cylinder like Toyota. 
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Framon #2: Spacing block 6 Cuts start @ .404 
Toy 10 info 


HPC 1200CMB: Card CF-307 Toy 10 cut info 


A-1 Pak-A-Punch: Quickchange Kit G16, PAK C7 


Silca Ultracode: Card 1420 vise A stop 4 


Key Generation: 


For generating the first key you may use the 
Determinator GM8 for the Colorado/Canyon to decode 
the door lock, or remove the door lock and decode, 
then progress the first two spaces in the ignition you 
may also impression or sight read the wafers. 


These locks have bi-directional wafers that share a 
chamber so the spacing is irregular. 


Space and depth info: 


Spacing: 1 = .846, 2 = .791, 3 = .709, 4 = .654, 
5 = .571, 6 = .516, 7 = .433, 8 = .378, 9 = .295, 10 = .240 


Spacing Increments: .055 


Depths: 1 = .323, 2 = .297, 3 = .272, 4 = .246 


Depth Increments: .025 


31. The wafers are available from A-1 in 
the 20020 Colorado/Canyon Pinning kit. 
The kit contains four wafer depths and the 
springs. This lock system shares the 
reverse depth characteristics of the Toyota 
10 cut series. 1 = 4, 2 = 3, 3 = 2, 4 = 1. 


There is no Transponder used 
on this vehicle. 


Opening this type of cable style latch is 
easily done with an under the window tool 
or a long reach tool (Jiffy Jak). 


Pinning Kit: 


Key Cutting Info: 
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